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AAR Number L066049A 
Applicant's No ----:'-T0:::.::5:..:.0:::.::12:.-...,----::-:c::-::--

Date: January 19, 2006 

APPLICATION FOR APPROVAL AND CERTIFICATE OF CONSTRUCTION 

LINE 46.- VENTING, LOADING AND DISCHARGE VALVES 
THESE ARE THE VAL YES AND FITTINGS REFERENCED ON FITTINGS ARRANGEMENT D-54133 

l, MIDLAND A-720, 2" ANGLE VALVE (QTY == 3) --------------------------------------------AAR E0020 13 

2. MIDLAND A- I 67, 3" LIQUID EXCESS FLOW CHECK VALVE (QTY.= 2) -----------AAR E02200 I 

3. MIDLAND A-146, 2" VAPOR EXCESS ROW CHECK VALVE (QTY.= I) -----------AAR E022002 

4. MIDLAND A-I 19-W, 1-1/4" X 314" EXCESS FLOW CHECK VALVE (QTY.= l) ----AAR E999024 

5. MIDLAND A-257, 3/4" NEEDLE VAlVE (QTY = I) ---------------------------------------AAR E021006 

LINE 24- INSULATION: Four inch thick layer of Glasswool Blanket over l/2" thick Ceramic 
Fiber with the total thickness compressed to 4" 

Cars are constructed in accordance with all applicable DOT lTC and AAR requirements. 
Car body structure meets the requirements of S-286-2002. 

APPLICATION BY William R. Bitting 
I certifY that the foregoing conforms to all applicable DOT and 
AAR requirements, including Specifications, Regulations, Rules 
of Interchange and the DOT Railroad Safety Appliance 
Standards. 

SIGNATURE --~~~~~~--~~~L-
TITLE 

APPROVAL AAR Tank Car Committee Date Approved. ___ _ 

FormAAR4-.2.1 Revised L2-0l-OO 
(Signature) on behalf of Tank Car Committee 

Page __l_ ol~ 



Quote Number 
Model Number 
Customer 
Capacities 
Shell Capacity 

Outage- 2% 
Maximum/Effective 
Capacity 
Allowable Weight/Gal. 
Clearance Diagram 
Car Dimensions 
Tank 
Length OCPF 
Slope 
Top Fittings 
Manway 

OCPX 80350, 80365, 80369-80371. 80373-
80375 
20041432 
257-1 05J300 
Occidental Chemical Corp. 

24,500 Gal. 
NIA 
182,800# 

NIA 
Plate C 

117 118" OD X 41'-5 114" Tan to Tan 

52' 0 314" 
1 116" Per Foot 

20" J.D. Normalized Flued A516 Gr. 70 
Nozzle 

File I Rev I Date I Engineer 
RFQ Date I Engineer 
Number Of Cars 

Sized For 
Tank Specification 
Stenciled Specification 

Est. Light weight 
Maximum Gross Weight 

Head Material & Thickness 
Shell Material & Thickness 
Truck Centers 

Manway Cover 

AirNapor Connection 2" Flanged X Screwed Midland A-720 Angle Protective Housing 
Valves wl 2" CS Plugs And A-146 SS 
Check Valve Below Cover Plate 

Discharge Connection Two 2" Flanged X Screwed Midland 
A-720 Angle Valves wl2" CS Plugs 

Discharge Pipe 

Gage Device 

Safety Relief 
Sample Line 

Fittings Nozzle 
Bottom Fittings 
Outlet Valve 
Outlet Fittings 
Gasket's/O'Rings 
Manway Cover 
Air Inlet 
Discharge Conn. 
Gage Device 
Coils 
Insulation & Jacket 
Insulation Type 

Platforms 
Top 

Underframe 
Type & Section 
Brakes 

Center Plate 
Trucks 
Capacity/Type 

Springs 
Side Bearings 
Surface Prep 
Interior 

Midland B612S wl 48" Gaging & Threaded 
Mounting (7.6# I gal) 
Valve, 247#, Midland A-34247 
314" Sch 80 304L SS Pipe wiMidland A257 
Needle Valve & A 11 9W Check Valve 

None 

None 

None 

Outage Scale 

Vacuum Relief 
Thermowell 

Outlet Saddle 

Sump 

Durlon 9000 Safety Relief Gasket/O'Ring 
Durlon 9000 Outlet Valve 
Durlon 9000 Outlet Fittings 
Durlon 9000 I Bun a-N weather seal a-ring Thermowell Cap 
None Inlets I Outlets 

4" Fiberglass Over 112" Ceramic Fiber 

Divided Type 9-112" Wide X 8' Long CS 
Plank Grating wl Side Ladders (Hemple 
418US Non-Skid On Jacket Between 
Grating) 

Jacket Head I Shell 

End 

Type 23 Stub Sill Draft Gear 
Body Mounted wl1 0 X 12 Cyl. And Vertical Couplers & Yokes 
Wheel Handbrake 
16" Forged Empty Load Brakes 

ASF Super Service Ride Master with bolted-Wheels I Bearings 
only column wear plates. 
3-11 116" Travel D-5 
ASF 4500L T Constant Contact 

Note 5 

Roller Bearing Adapters 
Brake Beams 

IT05012A I 1 I 3-15-2006 I MLV 
1111712004 I WJW 
8 

Vinyl Chloride, Stabilized 
DOT1 05A300W 
DOT1 05J300W 

80,200# 
263,000# 

9116" AAR TC128 Gr. B Norm. 
9116" AAR TC128 Gr. B Norm. 
38' 6 114" 

Bolted ASTM A516 Gr. 70 
Normalized 
34" ID CS Shell wl CS Cover 
Hinged 45 Deg. Off The Long. 
Centerline To The BR End wl Lift 
Assist 
(2) 3" Sch 80 316L SS Pipes wl 
Midland A167 SS Check Valves 
And CS Guide & Pads 
None 

None 
314" Nitronic 60 Plug 

None 
None 

Durlon 9000 I Viton A 
None 
None 
None 
None 

112" A572 Gr. 50 I 11 Ga. CS 

Single 11 112" Wide X Full Width 
Long CS Plank Grating 

M-901-E Miner TF880 
SE60EE I SY40AE 

Yes 

36" 1 Wear Class C Wheels 
6-112 X 12 Roller Bearings 
Hardened Crowns & Shoulders 
#18 Unit Type 
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Quote Number 
Model Number 
Customer 

Paint, Stencil, Lining 
Paint 

Lining 
NOTES 

OCPX 80350, 80365, 80369-80371. 80373-
80375 
20041432 
257-1 05J300 
Occidental Chemical Corp. 

Two Coat Blue/Gray Epoxy I Urethane 
(Hemple 4563 I 595) 
None 

File I Rev I Date I Engineer 
RFQ Date I Engineer 
Number Of Cars 

Stencil 

IT05012A f 1 f 3-15-2006 f MLV 
11/17/2004 I WJW 

8 

AAR I DOT I Yellow Reflective 
Decals I Commodity stencil 

1. Cars are equipped w/ resilient wear liner package (i.e., horizontal bowl liner, coupler carrier wear plate, and brake beam guides) 

2. Protective housing includes patented "Anti-Tampering Security System". 

3. Cars are equipped w/ two brass grounding studs on diagonally opposite corners of top platform. 

4. Cars will include a jacket recess in the side ladder area. 

5. Internal (SP-7 brush off) blast. Purge car with nitrogen to a dew point of minus 20 degrees F with a 15# pad. 

6. Vertical portions of the end handrails along w/ the end sill steps will be coated w/ anti-skid paint. 

7. No lessee stencil. 
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